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Stolle Sidney has developed a new lightweight 
beverage tab that provides better finger access, 
increasing the ease of opening and consumer 
appeal of the easy-open end.  The shorter 
length of the new X3 tab means that it’s more 
compatible with 200 diameter ends and/or 
reduced cutedge ends with a smaller panel 
area.  The X3 tab also offers greatly improved metal economics 
due to its shorter progression along with its ability to be formed 
from downgauged tab stock as thin as 0.0092”.
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For more information about the X3 beer-beverage 
tab for Stolle easy open end conversion systems, 
please contact Stolle Sidney: Jason Davidson at 
+937-497-5432 or jason.davidson@stollemachinery.
com or Carolyn Crouch at +720-560-6884 or carolyn.
crouch@stollemachinery.com.

X3 Tab
for Stolle Beer-Beverage EOE Conversion Systems

Tetrad                         EO6

X1 coin precurl technology reduces wrinkling – standard 
nose curl (left) and X1 curl (right).  This  photo also 

clearly shows the X1 “long leg - short leg” tongue shape.

Cross section of standard curl (left) and X1 curl
In addition to increased finger access, the X3 tab provides 
significant metal savings.  The tab strip progression length has 
been reduced.  The new shorter progression, in combination with 
reduced tab stock gauge thickness, results in an approximate 25% 
increase in tabs per pound of material.  In addition, producing 
more tabs from a coil of tab stock increases production efficiency 
with longer run times between coil changes.

Ø200 CDL end with X1 tab Ø200 CDL end with X3 tab 
showing increased finger access

The new Stolle X3 tab utilizes the same advanced metal forming 
technologies as the popular Stolle X1 tab, including the “long leg -
short leg” tongue tooling, and the coin precurl that controls 
wrinkling and results in a stronger tab.

The X3 tab is promo-compatible which allows logos 
and designs to be pierced in metal left in the finger 
hole area.  X3 tab die tooling is available as a retrofit 
for existing Stolle Tetrad and System H conversion 
systems, as well as on new Stolle EO6 6-out systems.

X3 tab performance data (0.0092” gauge)

AVERAGE
POP
3.14

PUSH
4.41

TAB STRENGTH
8.00


