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for Stolle Concord Decorators

Cam and lock nut sides of the new cam follower assembly
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TO SET-UP:
LOOSEN THE (2) 1/4-20 X .625 LONG LOCKING SCREWS UNTIL THE 1.
ADJUSTABLE CAM FOLLOWER CAN BE MOVED BY HAND.  

ADJUST THE CIRCUMFERENTIAL REGISTRATION UNTIL THE FIXED 2.
CAM FOLLOWER IS IN CONTACT WITH REGISTRATION DISK.

INSTALL A .0015 in [.04mm] SHIM OR FEELER GAUGE BETWEEN THE 3.
ADJUSTABLE CAM FOLLOWER AND THE REGISTRATION DISK. 

TIGHTEN THE (2) 1/4-20 X .625 LONG LOCKING SCREWS TO 8 FT-LBS.4.

REMOVE SHIM.  THIS CAN DONE MORE EASILY BY ROTATING THE 5.
MACHINE FORWARD A SMALL AMOUNT.  

CONFIRM THE ADJUSTABLE CAM FOLLOWER CAN STILL ROTATE 6.
WITH A SMALL AMOUNT OF DRAG AGAINST THE REGISTRATION DISK.  
IT SHOULD NOT BE TIGHT.  

Location of the circumferential cam followers on the 
drive end of a Concord plate cylinder shaft

SET-UP INSTRUCTIONS

Stolle now offers a new option that makes it easier to set the 
preload of the circumferential cam followers on the plate 
cylinder shaft assemblies of Concord decorators.  These cam 
followers clamp the registration disk and allow for the image 
to register around the can.  

Historically, customers have had difficulty setting the 
eccentric cam follower.  This required a special tool, and 
just the right touch.  When they were set too tight, the 
cam follower would burn up. This was costly and time 
consuming to replace during production and a potential 
hazard for the decorator. If set too loose, printing problems 
could arise with registration moving intermittently. The new 
design removes the eccentric cam follower all together and 
replaces it with two springs that  provide a more consistent 
and correct preload.  A .0015 in [.04mm] feeler gauge and 
standard hand tools are all that is required.  

In addition, the adjustable follower was moved to the drive 
side of the decorator, allowing for much easier access to this 
critical adjustment.  

Both cam followers are the same part number as the non-
eccentric follower used on older designs.  This reduces the 
different spare parts needed in a can plant and prevents 
having to order a new part number.   

This new design will work on all 8-color Concord Decorators, 
and it will be an option on all OEM machine builds.  The 
cam follower kit can be ordered as a retrofit under part 
number 222339002 – 8 kits are required to upgrade one 
complete machine.
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