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Improved Universal Can Infeed Technical Bulletin 2604-2

Stolle has made improvements to the universal can infeed 
assembly for the Concord Decorator.  The new design will 
facilitate faster and safer can diameter and height changes, 
which is important for canmakers who run different size cans on 
their decorator machines.

The universal infeed does not have to be removed from the 
machine when doing a can diameter changeover, only a few 
change parts will need to be swapped (see table below), and 
all change parts are marked with the can diameter.  The wear 
rails made of low friction Hyfax material that are mounted on 
precision rods to maintain alignment.  

For more information or pricing, contact:
Andy Layden +1 303-708-5109

andy.layden@stollemachinery.com
Mark Santos +1 303-708-5173 

mark.santos@stollemachinery.com

for Stolle Concord Decorators

QTYPART DESCRIPTIONPART NUMBERCAN SIZE
1RAIL, UPPER GUIDE, OPEN END, IFI 211222379083

211

1RAIL, LOWER GUIDE, OPEN END, IFI 211222379084
1RAIL, UPPER GUIDE, CLOSED END, IFI 211222379085
1RAIL, LOWER GUIDE, CLOSED END, IFI 211222379086
2GUIDE, UPPER RAIL COVER, IFI 211222379087
2GUIDE, LOWER RAIL COVER, IFI 211222379088
1GUIDE, CV, OPEN END, IFI 211222379089
1GUIDE, CV, CLOSED END, IFI 211222379090
1GUIDE, BRUSH, OPEN END, IFI 211222379091
1GUIDE, BRUSH, CLOSED END, IFI 211222379092

The infeed assembly can also easily be changed for different can 
heights by adjusting the infeed plate spacer –  a furnished fixture 
is used to set the infeed to the proper trim height.  The plate 
spacer bar is marked to indicate that .088” (2.2mm) must be 
added to the can trim height when setting the infeed plate.

New adjustment screws on the rear plate make it easier to set 
the proper clearance between the infeed and the can mandrels, 
so there is no need to change the spacer behind the rear plate.

The new design upper and lower plenums are fully adjustable 
for all can heights, so only one set of plenums is required.  
The infeed also uses standard infeed brushs, slapper assembly 
and pneumatic can stop assembly on the can discharge to the 
mandrel wheel pockets.  

The Stolle improved universal infeed fits both 24 and 36 mandrel 
Concord machines, and will accomodate can diameters from 
202 through 307 and can heights up to 8” tall.  The universal 
infeed will be available as an option on new Concord 24-MRT and 
36-MRT machines, and it can be retrofitted to existing machines.
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