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Concord Plate Cylinder Holder Technical Bulletin 2606-2

Stolle is pleased to now offer a purpose-built plate cylinder 
holder that makes removing and installing printing plates much 
easier, safer and more precise for Concord Decorator technicians.

Traditionally, technicians have had to work with the plate cylinder 
lying flat on a table—an awkward setup that made it difficult 
to align the plate to the locating pins while counteracting the 
internal magnets.  Maintaining alignment with the scribe line 
under these conditions was cumbersome and increased the risk 
of damaging the plate cylinder.

The new holder eliminates these issues by allowing the plate 
cylinder to slide onto a tapered, non-marring plastic shaft, after 
which the cylinder can rotate freely for full access during plate 
installation or removal.  The plastic shaft protects the cylinder’s 
critical internal bore, and if the shaft ever becomes worn or 
damaged, it is designed for quick, easy replacement.

The base plate includes four pre drilled mounting holes, sized 
for 3/8 inch or 10 mm hardware (customer supplied), enabling 
secure attachment to a workbench or similar surface.  For 
customers using Stolle’s MagPro pneumatic plate cylinder 
mounting system, a mandrel can be left on the shaft for holding 
the plate cylinder sleeve during a label change.

This holder accommodates all plate cylinders up to bottle can 
size, including 16 oz, 500 ml, and STR cylinders.  It is available for 
purchase under part number 222340275.

For more information or pricing, contact:
Peter Storinsky +1 720-614-7386 

Peter.Storinsky@stollemachinery.com
Andy Layden+1 303-708-5109

Andy.Layden@stollemachinery.com

for Stolle Concord Decorators

Stolle TEC 3-240 
rotary curler units:
Above - Single level
Right - Three level 

Stolle Concord plate cylinder holder 
Above: Without plate cylinder
Below: With plate cylinder


